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TWO POSITION LOAD BREAK SWITCHES

FRONT ACCESS

REFER TO BRAND SOURCE JUSTIFICATION

15kv 40ka 

DOCUMENT IN BID DOCUMENTS

HEIGHT = 46"

LBS = 2600

POWER

LOGIC

ENCLOSURE

ADVANCE

ELECTRICAL

METERING

SYSTEM

PANEL

ANTENNA

TO

XFMR.

METAL

FRAMING

SYSTEM

CONCRETE

PAD

TYPICAL FOR

THE FOLLOWING

TRANSFORMERS:

XFMR - T10

XFMR - T7

XFMR - T6

XFMR - T24

XFMR - T19

XFMR - T23

XFMR - T106

XFMR - T18

XFMR - T136

XFMR - T17/480

XFMR - T2/208

XFMR - T2/480

XFMR - T17

XFMR - T116A

XFMR - T1

XFMR - T1

XFMR - T104

XFMR - T3

XFMR - T4

XFMR - T27

STAINLESS

STEEL

METAL

FRAMING

SYSTEM

ALL EQUIPMENT AND TOWER SHALL BE RUST

RESISTANT. CONTRACTOR SHALL COORDINATE

ANY TOWER DEVIATIONS AT EACH LOCATION AS

WELL TO BE FIELD VERIFIED.

NOTE:

THE ADVANCE ELECTRICAL METERING AND

POWER LOGIC METERING CAN BE INSTALLED

IN ONE

(NEMA 4X ENCLOSURE)

NEW METERING SYSTEM SHALL BE COORDINATED WITH

EXISTING GENERATOR CONTROL SYSTEM

GENERAL NOTES:

1.

2.

REFER TO SCHEDULE
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300
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750

1000

1500
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2500

3000

KVA A B C D E WT GALLONS OF OIL

48 62 44.8 56 2350 11544.8

48 62 44.8 56 2450 11544.8

48 62 44.8 56 2700 12544.8

48 62 49.8 62 3400 15046.8

48 62 50.8 62 3700 16546.8

56 66 58.8 62 5400 20048.8

60 81 60.8 66 7100 27050.8

68 84 62.8 66 7900 32054.8

68 86 66.8 66 9700 39058.8

72 96 76.8 70 12800 43062.8

72 100 78.8 70 14100 50062.8

76 132 90 70 20000 60066

TRANSFORMER SCHEDULE (INCHES)

"A" = HEIGHT

REFER TO SCHEDULE

"B"

WARNING

ARC FLASH HAZARD

!

NO LOCAL MAIN CONSIDERED FOR ARC FLASH CALCULATIONS.

UPSTREAM PROTECTIVE DEVICE APPLIES.

FLASH PROTECTION BOUNDARY: _________

            HAZARD RISK CATEGORY: _________           

INCIDENT ENERGY RANGE:     ______    at  _____ WORKING DISTANCE

13.2   kv    PSE TQS# ____________________   Study Revision:   Date Issued:    _____________

LOCATION: ___________________________    PROTECTIVE DEVICE: ___________________ 
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ACTUAL PAD SIZE BASED ON TRANSFORMER DIMENSION

WITH 12" EXTENSION PER SIDE

1" CHAMFER

TYPICAL

TOP OF PAD SHALL BE 4" ABOVE FINISHED GRADE
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# 4/0 BARE GROUND

CONDUCTOR /

RING (TYPICAL)

G

#5 REBAR

TYPICAL

18" ON CENTER.

GRAVEL FILL
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METERING TO BE AFFIXED

TO CONCRETE PAD

SEE DETAIL 10, THIS DRAWING

WWW.AE-WORKS.COM

PITTSBURGH, PENNSYLVANIA 15219-1196
101 W. STATION SQUARE DR. GATEHOUSE STE 401

PHONE: 412.287.7333 FAX: 412.287.7334

A E works

ELECTRICAL

AS SPECIFIED


